
From: ANDERSON Jim M
To: Eric Blischke/R10/USEPA/US@EPA; Chip Humphrey/R10/USEPA/US@EPA
Subject: FW: PCB cleanup levels at Alcoa (Vancouver, WA)
Date: 10/09/2008 08:26 AM

FYI.  Obviously the units are ug/kg, not ug/L.

Jim

-----Original Message-----
From: GILLES Bruce A 
Sent: Wednesday, October 08, 2008 4:53 PM
To: JOHNSON Keith; ANDERSON Jim M; SEIDEL Paul; POULSEN Mike
Subject: FW: PCB cleanup levels at Alcoa (Vancouver, WA)

In case you hadn't heard......

Bruce A. Gilles, Manager
Cleanup and Emergency Response
Department of Environmental Quality
NWR - Eastside Office
1550 NW Eastman Parkway, Suite 290
Gresham, OR 97030
 
Phone: (503)667-8414 Extension 55009
Fax: (503) 674-5148
Cell: (971) 246-2300
 
P Is it necessary to print this e-mail?

-----Original Message-----
From: Kawabata.Sylvia@epamail.epa.gov
[mailto:Kawabata.Sylvia@epamail.epa.gov] 
Sent: Tuesday, October 07, 2008 11:28 AM
To: SCHWARZ Bob; Blischke.Eric@epamail.epa.gov; humphrey.chip@epa.gov;
Sheldrake.Sean@epamail.epa.gov; Grandinetti.Cami@epamail.epa.gov;
ceto.nicholas@epa.gov; Yamamoto.Deb@epamail.epa.gov;
Eckman.Sheila@epamail.epa.gov; GILLES Bruce A;
Cox.Michael@epamail.epa.gov
Subject: PCB cleanup levels at Alcoa (Vancouver, WA)

Hello everyone -

I thought I would share this link with you, where Ecology established a
PCB cleanup level for freshwater sediments.

Ecology's draft Correction Action Plan (CAP) for PCB sediment cleanup
work at the Alcoa site (Vancouver, WA)  in the Columbia River,

http://www.ecy.wa.gov/programs/swfa/industrial/alum_alcoavan.htm

(see page 20 - 23)

page 23, Table 4-2
- site-specific cleanup level is 97 ug/l  (Human health and wildlife)
- Remedial Action Level (RAL) of 320 ug/l  (dredge sediment above the
RAL)

If you have questions on how this cleanup level was established, contact
Peter Adolphson at Ecology , email address:
       pado461@ECY.WA.GOV
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